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INtRODuctION

contact Info

your machine may not exactly match the 
manual

www.grizzly.com

Manual Accuracy
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MODEL G0496 PROFESSIONAL ENGLISH WHEEL

MACHINE DATA 
SHEET

Product Dimensions:

Shipping Dimensions:

Overall Dimensions:

Main Specifications:

 Construction

 
 Capacities

 Features

Machine Data Sheet

machine data 
sheet
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Figure 1. model g0496 front view.

A. Kick Wheel
b. lower Wheel assembly
c. Quick release lever
D. lower Wheel Bracket
E. lower Wheel
F. Upper Wheel
G. Upper Wheel axle
H. Upper Wheel Bracket
I. Upper axle latch
J.  lower Wheel storage Bracket
K. Frame
L. Upper Wheel storage Bracket
M. Upper Wheel Knob
N. Frame Bracket 
O. Upper Wheel axle Knob
P. lower Wheel axle
Q. lifting Eye

a

d
o

Figure 2. model g0496 rear view.

m

Ng

C

l

K
hF

E

B

p

i J
Q



model g0496 (mfg. since 5/06) -5-

Safety Instructions for Machinery

4. ALWAYS USE HEARING PROTECTION 
WHEN OPERATING MACHINERY.

5. WEAR PROPER APPAREL.

6. NEVER OPERATE MACHINERY WHEN 
TIRED OR UNDER THE INFLUENCE OF 
DRUGS OR ALCOHOL. 

1.  READ ENTIRE MANUAL BEFORE 
STARTING. 

2. ALWAYS USE ANSI APPROVED 
SAFETY GLASSES WHEN OPERATING 
MACHINERY. 

3. ALWAYS WEAR A NIOSH APPROVED 
RESPIRATOR WHEN OPERATING 
MACHINERY THAT PRODUCES DUST.

For Your Own Safety, Read Instruction 
Manual Before Operating this Machine

The purpose of safety symbols is to attract your attention to possible hazardous conditions. This 
manual uses a series of symbols and signal words intended to convey the level of importance 
of the safety messages. The progression of symbols is described below. Remember that safety 
messages by themselves do not eliminate danger and are not a substitute for proper accident 
prevention measures.

Indicates a potentially hazardous situation which, if not avoided, 
MAY result in minor or moderate injury. It may also be used to alert 
against unsafe practices.

Indicates a potentially hazardous situation which, if not avoided, 
COULD result in death or serious injury.

Indicates an imminently hazardous situation which, if not avoided, 
WILL result in death or serious injury.

This symbol is used to alert the user to useful information about 
proper operation of the machine.NOTICE

Safety Instructions for Machinery

SECTION 1: SAFETY
SEctION 1: SAFEty
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7. ONLY ALLOW TRAINED AND PROP-
ERLY SUPERVISED PERSONNEL TO 
OPERATE MACHINERY.

8. KEEP CHILDREN/VISITORS AWAY. 

9. UNATTENDED OPERATION. 

OFF

10.  DO NOT USE IN DANGEROUS 
ENVIRONMENTS. 

11.  KEEP WORK AREA CLEAN AND WELL 
LIGHTED. 

12. USE A GROUNDED POWER SUPPLY  
RATED FOR THE MACHINE AMPERAGE. 

13. ALWAYS DISCONNECT FROM POWER 
SOURCE BEFORE SERVICING 
MACHINERY

14. MAINTAIN MACHINERY WITH CARE.

15.  MAKE SURE GUARDS ARE IN PLACE 
AND WORK CORRECTLY BEFORE 
USING MACHINERY.

Safety Instructions for Machinery
16.  REMOVE CHUCK KEYS OR ADJUSTING 

TOOLS.

17. DAMAGED MACHINERY.

18.  DO NOT FORCE MACHINERY.

19. SECURE WORKPIECE.

20. DO NOT OVERREACH.

21. MANY MACHINES CAN EJECT  
WORKPIECES TOWARD OPERATOR. 

22. STABLE MACHINE. 

23.  CERTAIN DUST MAY BE HAZARDOUS

24. EXPERIENCING DIFFICULTIES. 
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Additional Safety for English Wheels

No list of safety guidelines can be complete. 
Every shop environment is different. Always 
consider safety first, as it applies to your 
individual working conditions. use this and 
other machinery with caution and respect. 
Failure to do so could result in serious per-
sonal injury, damage to equipment, or poor 
work results.

Like all machinery there is potential danger 
when operating this machine. Accidents are 
frequently caused by lack of familiarity or 
failure to pay attention. use this machine 
with respect and caution to lessen the pos-
sibility of operator injury. If normal safety 
precautions are overlooked or ignored, seri-
ous personal injury may occur.

4. cRuSHING HAzARD. make sure wheels 
are fully supported during installation and 
removal. Wear steel toe footwear during 
operation to protect your feet if you drop a 
wheel. 

5. EXPERIENcING DIFFIcuLtIES. if at any 
time you are experiencing difficulties per-
forming the intended operation, stop using 
the machine! Contact tech support at 
(570) 546-9663.

1. MEtAL EDGES. always chamfer and 
deburr sharp metal edges before inserting 
them into the English wheel. sharp edges 
on sheet metal can cut your fingers to the 
bone.

2. HAND PROtEctION. always wear leather 
gloves when using this tool.

3. PINcHING HAzARD. Keep fingers out of 
wheel path during operation. 
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the model g0496 was carefully packed when it 
left our warehouse. if you discover the machine 
is damaged after you have signed for delivery, 
please immediately call Customer Service at 
(570) 546-9663 for advice. 

save the containers and all packing materials for 
possible inspection by the carrier or its agent. 
Otherwise, filing a freight claim can be difficult.

When you are completely satisfied with the con-
dition of your shipment, you should inventory the 
contents.

Wear safety glasses dur-
ing the entire set up pro-
cess!

this machine presents 
serious injury hazards 
to untrained users. Read 
through this entire manu-
al to become familiar with 
the controls and opera-
tions before starting the 
machine!

unpacking

Setup Safety

SEctION 2: SEtuP

the Model G0496 is a 
heavy machine.  DO NOt 
over-exert yourself while 
unpacking or moving 
your machine—get assis-
tance.

the following items are needed to complete the 
set up process, but are not included with your 
machine:

Description Qty
• safety glasses (for each person) .............. 1
• assistants for lifting help ........................... 2
• shop rags for Cleaning ............. as Needed
• degreaser ................................... as Needed
• optional mounting hardware ..... as Needed

Items Needed for 
Setup
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Inventory

after all the parts have been removed from the 
crate, you should have the following items:

crate:  (Figure 3) Qty
A. English Wheel ............................................ 1

SuFFOcAtION HAzARD!
Immediately discard all plas-
tic bags and packing materi-
als to eliminate choking/suf-
focation hazards for children 
and animals.

Figure 3. model g0496 uncrated.

box 1:  (Figure 4) Qty
b. Upper Wheel resting shafts ...................... 2
c. Narrow ridge Upper Wheel ....................... 1
D. Wide ridge Upper Wheel .......................... 1

a

Figure 4. Box 1 contents.

box 2:  (Figure 5) Qty
E. lower Wheel B, 1⁄8" Flat, 6" radius ............ 1
F. lower Wheel C, 1⁄4" Flat, 6" radius ............ 1
G. lower Wheel d, 1⁄2" Flat, 6" radius ............ 1
H.  lower Wheel E, 3⁄4" Flat, 6" radius ............ 1
I.  lower Wheel F, 2" diameter ...................... 1
J. Wide groove Wheel ................................... 1
K. Narrow groove Wheel ................................ 1
L. step roller Wheel  ..................................... 1

in the event that any nonproprietary parts are 
missing (e.g. a nut or a washer), we would be 
glad to replace them, or for the sake of expedi-
ency, replacements can be obtained at your local 
hardware store.

Figure 5. Box 2 contents.
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Figure 6. minimum working clearances.

Floor Load
refer to the Machine Data Sheet for the weight 
and footprint specifications of your machine. 
some residential floors may require additional 
reinforcement to support both the machine and 
operator.

Operating clearances
Consider existing and anticipated needs, size of 
material to be processed through each machine, 
and space for auxiliary stands, work tables or 
other machinery when establishing a location for 
your new machine. see Figure 6 for the minimum 
operating clearances.

unsupervised children and 
visitors inside your shop 
could cause serious per-
sonal injury to themselves. 
Lock all entrances to the 
shop when you are away and 
DO NOt allow unsupervised 
children or visitors in your 
shop at any time!

the unpainted surfaces are coated with a waxy 
oil to protect them from corrosion during ship-
ment. remove this protective coating with a sol-
vent cleaner or citrus-based degreaser such as 
grizzly’s g7895 degreaser. to clean thoroughly, 
some parts may need to be removed. For opti-
mum performance from your machine, make 
sure you clean all moving parts or sliding 
contact surfaces that are coated. avoid chlo-
rine-based solvents, such as acetone or brake 
parts cleaner, as they may damage painted sur-
faces should they come in contact. always follow 
the manufacturer’s instructions when using any 
type of cleaning product.

the upper and lower wheels are coated and 
must be cleaned.

Site considerationscleanup

Gasoline and petroleum 
products have low flash 
points and could cause 
an explosion or fire if 
used to clean machinery. 
DO NOt use gasoline or 
petroleum products to 
clean the machinery.

Many of the solvents 
commonly used to clean 
machinery can be toxic 
when inhaled or ingest-
ed. Lack of ventilation 
while using these sol-
vents could cause seri-
ous personal health risks 
or fire. take precautions 
from this hazard by only 
using cleaning solvents 
in a well ventilated area.
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Moving & Placing 
base unit

to place the English wheel in a permanent 
location:

1. With the help of a minimum of two other 
people, lift the model g0496 off of the pallet 
and onto the floor near the location it will be 
operated, or hoist it using the provided lifting 
eye.

the Model G0496 is a 
heavy machine (388 lbs). 
DO NOt over-exert your-
self while unpacking or 
moving your machine—
get assistance.

We strongly recommend that you mount your new 
machine to the floor. Because this is an optional 
step and floor materials may vary, floor mounting 
hardware is not included. 

bolting to concrete Floors
lag shield anchors with lag bolts (Figure 7) and 
anchor studs (Figure 8) are two popular meth-
ods for anchoring an object to a concrete floor. 
We suggest you research the many options and 
methods for mounting your machine and choose 
the best that fits your specific application.

Mounting to Shop 
Floor

Figure 7. typical lag shield anchor and lag bolt.

Figure 8. typical anchor stud.

NOTICE
Anchor studs are stronger and more per-
manent alternatives to lag shield anchors; 
however, they will stick out of the floor, 
which may cause a tripping hazard if you 
decide to move your machine.

cRuSHING HAzARD! Secure the English 
wheel to the floor before operating. 
Otherwise, it may become unstable and fall 
over during operation. 
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Damage to your eyes, hands and feet could 
result from using this machine without prop-
er protective gear. Always wear safety glass-
es, leather gloves, and steel toe footwear 
when operating this machine.

Operation Safety

SEctION 3: OPERAtIONS

NOTICE
If you have never used this type of machine 
or equipment before, WE StRONGLy REc-
OMMEND that you read books, trade maga-
zines, or get formal training before begin-
ning any projects. Regardless of the con-
tent in this section, Grizzly Industrial will 
not be held liable for accidents caused by 
lack of training. 

Overview

the English wheel stretches metal workpieces 
thinner and longer as they are rolled between the 
upper wheel and lower wheel. simultaneously, a 
track is pressed into the metal, creating a convex 
curve in the workpiece. By varying the amount 
and pattern of the tracks, a wide variety of con-
tours can be produced.

the English wheel can be used to produce curves 
in   mild steel up to 16 gauge/0.0598" and copper 
up to 16 gauge/0.0508", and aluminum up to 1⁄8". 

basic Operations

to operate the English wheel:

1. Clean the workpiece and wheels thorough-
ly, making sure any abrasive particles are 
removed. 

 Note: Grit or dirt will mar your workpiece and 
even damage the wheels. 

 dull sharp edges with a deburring tool (see 
Accessories, Page 21) and put on a pair 
of leather gloves to prevent injury to your 
hands.

2. turn the upper wheel knob clockwise to raise 
the upper wheel bracket against the frame 
bracket, as shown in Figure 9.  

Figure 9. Upper wheel bracket seated against 
frame.

 Note: Make sure the upper wheel bracket 
and frame bracket edges are parallel so they 
slide past each other when raising the upper 
wheel bracket. If not, they may bind.

3. Check the distance between the bottom of 
the upper wheel and top of the lower wheel. 
they should be about an inch apart. to 
adjust the distance, rotate the kick wheel to 
lower or raise the lower wheel. 

Upper 
Wheel 
Knob

Frame 
Bracket 

lower 
Wheel

Upper 
Wheel 

Bracket 

Upper 
Wheel
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5. insert the workpiece between the wheels.

6. rotate the kick wheel counterclockwise  until 
there is light pressure on the workpiece.

7. roll the workpiece up to an edge, rotate it 
slightly, then pull it back. 

8. turn the kick wheel counterclockwise to 
increase pressure on the workpiece; turn the 
kick wheel clockwise to decrease pressure.

 Note: To reinsert a workpiece or insert anoth-
er workpiece of the same thickness, use the 
quick release lever.

Replacing Wheels

a flat upper and lower wheel are preinstalled on 
the English wheel. these can be replaced with 
the two grooved upper wheels or any of the eight 
lower wheel wheels, respectively.

cRuSHING HAzARD! Hold an upper wheel 
securely when installing or removing it or 
it may fall on your foot! Wear steel toe foot-
wear to protect your feet.

LAcERAtION HAzARD! chamfer and deburr 
sharp metal edges and wear leather gloves.
Sharp metal edges can cut your fingers.

Figure 10. Quick release lever dis-engaged (left) 
and engaged (right). 

Cap 
screw

4. Engage the quick release lever to raise the 
lower wheel to the operating position. 

 Note: The button head cap screw on the cam 
should rest against the bottom of the lower 
wheel bracket as shown in Figure 10A.

a B

Figure 11.  removing axle from upper wheel.

to replace an upper wheel: 

1. raise the lower wheel until the top touches 
the bottom of the upper wheel. this ensures 
the upper wheel is supported.

2. Flip the latch up and remove the upper wheel 
axle as shown in Figure 11. 

latch

axle

tongs

Quick 
release 

lever
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3. Carefully remove the upper wheel and set 
it on the upper wheel rack using a bracket 
mounting shaft.

4. place a new upper wheel between the upper 
wheel bracket tongs. 

5. align the bracket and wheel bearing holes,  
insert the axle, and rotate the latch to secure 
the wheel. 

 Note: Adjust the lower wheel height if you 
have difficulty replacing the upper wheel. 

to replace a lower wheel:

1. disengage the quick release lever and lower 
the lower wheel bracket until it stops. 

2. remove the lower wheel and replace it with 
another one. 

3. Engage the quick release lever and raise the 
lower wheel to the operating position. 

Rotating Wheels
the wheels can be positioned perpendicular to 
the frame (Figure 12, A) for long workpieces 
or parallel (Figure 12, b) to the frame for wide 
workpieces. 

3. remove the lower wheel.

4.  lift the lower wheel assembly until the cap 
screw reaches the top of the groove.

Figure 13. lifting lower wheel assembly.

to rotate the wheels:

1. disengage the quick release lever.

2. lower the lower wheel bracket.

Figure 12. Wheels positioned to accomodate 
different workpiece sizes. 

PINcHING HAzARD! Avoid placing fingers 
in wheel path during operation. 

5. rotate the lower wheel assembly until it 
reaches the opposite end of the groove as 
shown in Figure 14. 

Figure 14. rotating lower wheel bracket and 
upper wheel.

a B

groove

Cap screw

lower 
Wheel 

assembly

lower 
Wheel 

assembly
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6. lower the lower wheel assembly until it 
reaches the bottom of the groove. 

7. turn the upper wheel knob counterclockwise 
to lower the upper wheel bracket below the 
frame bracket. 

8. rotate the upper wheel 90º, then raise the 
upper wheel bracket until it is seated against 
the frame. 

9. reinstall the lower wheel, engage the quick 
release lever, and raise the upper wheel to 
the operating position.

the following tips can help you operate the 
English wheel more successfully:

• Clean the workpiece and wheels, making 
sure all grit is removed. 

• start rolling slowly and increase your speed. 

• try rolling the wheels up to, but not past the 
workpiece edge. 

• mark the workpiece with a non-permanent 
marker to make it easier to follow tracking 
patterns or contour the metal. 

• try using the lightest wheel pressure possible 
to shape the workpiece. too much pressure 
will crease or ruin the metal.

• light pressure is best for smoothing; higher 
pressure is best for rough shaping. 

Rolling tips

Adjusting Lever

the quick release lever is adjusted at the factory. 
however, due to variables involved with shipping, 
it may need to be adjusted. 

if the setscrews on the steel cams are not engag-
ing the flats on the quick release lever, the lever 
shaft will slip in the cams, causing it to malfunc-
tion.

tools Needed:
hex Wrench 3mm .............................................. 1

to adjust the quick release lever: 

1. Examine the flats (Figure 15) on the lever. 

2. if a setscrew does not contact a flat on the 
lever, loosen the setscrew, turn the cam 
so the setscrew is aligned with the flat and 
tighten the setscrew. 

Figure 15. tightening cam setscrew.

Flat Cam setscrews
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as metal passes between the upper and lower 
wheels, a "track" or shiny line is pressed into the 
metal. various tracking patterns can be used to 
shape workpieces depending upon their shape 
or size. 

zigzag Pattern
this patterns resembles the closely-spaced tracks 
of a lawn mower cutting a lawn. it can be used for 
a variety of workpiece shapes. 

to use the zigzag tracking pattern: 

1. insert the workpiece between the wheels at 
point A, and start rolling it along the left edge, 
as shown in Figure 16.

 cAutION: Move your hands out of the wheel 
pathway so you do not pinch them!

tracking Patterns

Figure 16. starting zigzag pattern.

Figure 18. Wheels moved to next point. 

2. push the workpiece forward to the stop 
point.

3. turn the workpiece counterclockwise slightly 
(Figure 17).

4. pull the workpiece back until it reaches the 
next point near the far edge as shown in 
Figure 18.

Figure 17. Workpiece turned counterclockwise.
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7. When the wheels reach point b, feed the 
workpiece (Figure 21) and return to point A. 

Star Pattern
the star pattern (Figure 22) is useful for shaping 
round workpieces. 

Note: Avoid rolling directly over the center of the 
workpiece, as too many passes could overstretch 
the metal. 

Figure 22. star pattern.

Figure 20. zigzagging while feeding workpiece 
to the other side.

Note: Try keeping the tracks close to each other.

6. Continue feeding the workpiece to the other 
side in the same manner, following the pat-
tern shown in Figure 20.

Figure 21. zigzagging while feeding workpiece 
to right.

5. turn the workpiece clockwise (Figure 19). 

Figure 19. Workpiece turned clockwise. 
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3. roll the workpiece from the inside line on one 
side to the inside line on the opposite side 
(Figure 25).

Figure 24. middle to middle line.

Staggered Stop Pattern
With this pattern, the track alternates randomly 
between three different sets of lines.

Note: It may help to draw lines on the workpiece 
with a non-permanent marker so you can see 
the outside, middle and inside lines more clearly. 
Clean the wheels and workpiece when you are 
finished.

to use the staggered stop pattern:

 1. From the starting point, roll the workpiece 
from the outside line on one side to the out-
side line on the opposite side (Figure 23).

Figure 23. outside to outside line.

2. roll the workpiece from the middle line on 
one side to the middle line on the opposite 
side (Figure 24).

4. repeat Steps 1-3, as you move across 
the workpiece, randomly alternating between 
outside, middle, and inside lines as shown in 
Figure 26 & 27.

Figure 25. inside to inside line.

Figure 26. staggered pattern, showing line sets.

Figure 27. staggered pattern shown without line 
sets.
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crisscrossing tracks
Crisscrossing tracks can help produce smoother 
curves in your workpiece using the zigzag or stag-
gered stop pattern.

after running tracks along one length of the 
workpiece (Figure 28, 1), turn the metal sheet 90° 
and run tracks along the opposite length. (Figure 
28, 2) so the workpiece is equally covered by both 
sets of tracks (Figure 28, 3).

Figure 28. Crisscrossing tracks. 

Selecting Lower 
Wheels

Choose a lower wheel (Figure 29) that will pro-
duce the contour you desire. 

Figure 29. lower wheels.

Flat lower wheels (Figure 29A) are good for add-
ing gentle curves to large metal panels; these 
wheels have large flat surfaces.

domed lower wheels (Figure 29b) create tighter 
curves; flat areas range from 3⁄4" to 1⁄8". the wider 
the flat area, the wider the track produced on the 
workpiece. 

roll a workpiece between a grooved lower wheel 
(Figure 29c) and an ridged upper wheel to 
emboss metal as shown in Figure 30. 

Figure 30. Embossing metal with grooved and 
ridged wheels.

ridged 
Wheel

grooved 
Wheel

a

d
C

B

Flat

the step roller (Figure 29D) can be used with the 
flat upper wheel to add a small crease in a metal 
panel. 

see Figure 31 on Page 20 for more detailed 
specifications for each wheel. (Note:* Indicates 
wheel is not actually marked with a number or let-
ter. These numbers are arbitrary.)
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 WHEEL
DESIGNAtION

FLAt DIA. cROWN 
RADIuS

EDGE 
RADIuS

FORMING 
RADIuS

INSIDE  
RADIuS

GROOvE 
WIDtH

GROOvE 
DEPtH

upper Wheels 

1* 2.25" 6" — 0.125" — — — —

2* (Wide Ridge) 0.75" 6" — 0.125" 0.375" — — 0.19"

3* (Narrow Ridge) 0.29" 6" — 0.125" 0.375" — — 0.19"

Lower Wheels

A  (Flat) 3" 3" — 0.125" — — — —

b (Domed) 0.125" 3" 6" 0.125" — — — —

c (Domed) 0.25" 3" 6" 0.125" — — — —

D (Domed) 0.50" 3" 6" 0.125" — — — —

E (Domed) 0.75" 3" 6" 0.125" — — — —

F  (Flat) 3" 2.43" — 0.093" — — — —

1* (Narrow Groove) 0.82" 3" — 0.093" — 0.032" 0.82" —

2* (Wide Groove) 1.53" 3" — 0.093" — 0.032" 1.55" —

3* (Step Roller) 2.65" 3" — 0.093" — 0.032" — —
Figure 31. Upper and lower wheel specifications.
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G5618—Deburring tool with two blades
the quickest tool for smoothing freshly sheared
metal edges. Comes with two blades, one for
steel and aluminum and one for brass and cast
iron.

Figure 32. model g5618 deburring tool.

G0497—Professional Planishing Hammer
great for all sheet metal forming, this professional 
planishing hammer will shape mild steel up to 16 
gauge. air operated, it includes filter, oiler and foot 
pedal. stainless steel main shaft and hardened 
steel hammer head.

Figure 34. model g0497 planishing hammer.

SEctION 4: AccESSORIES
aCCEssoriEs

Figure 35. recommended products for protect-
ing unpainted cast iron/steel parts on machinery.

G5562

G5563

G2871 H3788

t20501—Face Shield crown Protector 4"
t20502—Face Shield crown Protector 7"
t20503—Face Shield Window
t20452—"Kirova" Anti-Reflective S. Glasses
t20451—"Kirova" clear Safety Glasses
H0736—Shop Fox® Safety Glasses
H7194—bifocal Safety Glasses 1.5
H7195—bifocal Safety Glasses 2.0
H7196—bifocal Safety Glasses 2.5

Figure 33. Eye protection assortment.

t20451

H0736

t20452t20502

t20503

H7194

NOTICE
Refer to the newest copy of the Grizzly 
catalog for other accessories available for 
this machine. 

using accessories or attachments not rec-
ommended for this machine may cause the 
machine to function differently than intend-
ed, which may increase the risk of serious 
personal injury. Only use recommended 
accessories for ths machine.
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there are four main areas on the model g0496 to 
keep lubricated: 1) Upper and lower wheel brack-
ets, 2) jack screw, 3) upper wheel axle, 4) cams, 
and 5) pivot points.

upper and Lower Wheel brackets
occassionally apply a light coating of automotive 
oil, such as saE 30W, to the lower wheel bracket. 
occassionally apply a coating of lithium grease 
to the upper wheel brackets as shown in Figure 
36. 

Lubrication

SEctION 5: MAINtENANcE
cams
apply a coating of lithium grease to the cams 
where they contact the bottom of the lower wheel 
bracket as shown in Figure 38. 

Figure 36. location to lubricate upper and lower 
brackets.

Jack Screw
apply lithium grease as needed to the jack screw 
threads shown in Figure 37. 

Figure 37. lubricate jack screw with grease.

Pivot Points
apply a small amount of automotive oil, such as 
saE 30W, to the pivot points indicated in Figure 
39. 

Figure 38. location to lubricate cams.

Figure 39. pivot point lubrication locations.

Wheels
apply a coating of automotive oil to the upper and 
lower wheels when not used, or before storing 
to prevent rust. remove the oil before using the 
wheels.
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review the troubleshooting and procedures in this section to fix your machine if a problem develops. if you 
need replacement parts or you are unsure of your repair skills, then feel free to call our technical support 
at (570) 546-9663. 

SEctION 6: SERvIcE

troubleshooting

Operations

symptom possible Cause possible solution
Quick release 
lever will not 
engage, or has 
trouble engaging.

1. lower wheel bracket and cams bind. 

2. setscrews on cams loose and not contacting 
quick release lever flats.

1. lubricate top of cams where they contact the bracket 
(see Page 22).

2. align setscrews over lever flats and tighten (see 
Page 15). 

Upper wheel  
swivels.  

1. Upper wheel is not secured by frame bracket. 1. turn upper wheel knob clockwise to raise upper 
wheel bracket so it is snug against frame bracket. 
(see Page 12).

Wheel does not 
shape workpiece.

1. Workpiece is too thick. 

2. Crown is too low. 
3. incorrect pressure.

1. Use sheet metal of appropriate thickness. (see 
Page 3).

2. Use a lower wheel with a higher crown.
3. increase pressure on the workpiece.

Upper wheel 
bracket will not 
seat against 
frame. 

1. Upper wheel bracket catches on frame brack-
et; surfaces are not parallel. 

1. align upper wheel and upper frame bracket surfaces 
and raise upper wheel bracket up to frame.

Wheels form too 
high a crown in 
workpiece. 

1. Using lower wheel with too small a flat area. 1. Use a lower wheel with a larger flat. 

Wheels form too 
low a crown in 
workpiece.

1. lower wheel flat is too large. 1. Use a lower wheel with a smaller flat area. 
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Parts breakdown
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REF PART # DESCRIPTION REF PART # DESCRIPTION
1 P0496001 FRAME 21 P0496021 LOWER WHEEL D
1-1 P0496001-1 CLAMP 22 P0496022 LOWER WHEEL E
1-2 P0496001-2 SUPPORT BRACKET 23 P0496023 LOWER WHEEL F
2 P0496002 SPACER 24 P0496024 NARROW GROOVE WHEEL
3 P0496003 UPPER WHEEL KNOB 1/2-12 25 P0496025 WIDE GROOVE WHEEL
4 P0496004 SPECIAL WASHER 1/2 26 P0496026 STEP ROLLER WHEEL
5 P0496005 UPPER WHEEL SHAFT 27 P0496027 NARROW RIDGE UPPER WHEEL 
6 P0496006 WHEEL SHAFT 28 P0496028 WIDE RIDGE UPPER WHEEL
7 P0496007 UPPER AXLE LATCH 29 P0496029 FLAT UPPER WHEEL
8 P0496008 UPPER WHEEL BRACKET 30 P0496030 LOWER WHEEL BRACKET
9 P0496009 INNER TUBE 31 P6204 BALL BEARING 6204ZZ
9-1 P0496009-1 SPECIAL SCREW 32 P0496032 KICK WHEEL
9-2 P0496009-2 COLLAR 33 PLW02 LOCK WASHER 1/4
10 P0496010 OUTER TUBE 34 PSB05 CAP SCREW 1/4-20 X 3/4
11 P0496011 T-BUSHING 35 PSB06 CAP SCREW 1/4-20 X 1
12 P0496012 JACK SCREW 36 PW06 FLAT WASHER 1/4
13 P0496013 QUICK RELEASE LEVER 37 PSS07 SET SCREW 1/4-20 X 1/2
13-1 P0496013-1 CAM 38 PSBS20 BUTTON HD CAP SCR 1/4-20 X 1/2
13-2 P0496013-2 SPACER 39 PAW05M HEX WRENCH 5MM
14 P0496014 UPPER WHEEL RESTING SHAFT 40 PSB19 CAP SCREW 3/8-16 X 1-1/4
15 P0496015 LOWER WHEEL RESTING SHAFT 41 PR09M EXT RETAINING RING 20MM
16 P0496016 LOWER WHEEL STORAGE BRACKET 42 PSS04 SET SCREW 1/4-20 X 5/16
17 P0496017 UPPER WHEEL STORAGE BRACKET 43 P0496043 G0496 MACHINE ID LABEL
18 P0496018 LOWER WHEEL A 44 P0496044 PINCH HAZARD LABEL 1-1/2" X 2-1/2"
19 P0496019 LOWER WHEEL B 45 PLABEL-12 READ MANUAL LABEL
20 P0496020 LOWER WHEEL C

Parts List

Safety labels warn about machine hazards and ways to prevent injury. the owner of this machine 
MuSt maintain the original location and readability of the labels on the machine. If any label is 
removed or becomes unreadable, REPLAcE that label before using the machine again. contact 
Grizzly at (800) 523-4777 or www.grizzly.com to order new labels. 
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grizzly industrial, inc. warrants every product it sells for a period of 1 year to the original purchaser from 
the date of purchase. this warranty does not apply to defects due directly or indirectly to misuse, abuse, 
negligence, accidents, repairs or alterations or lack of maintenance. this is grizzly’s sole written warranty 
and any and all warranties that may be implied by law, including any merchantability or fitness, for any par-
ticular purpose, are hereby limited to the duration of this written warranty. We do not warrant or represent 
that the merchandise complies with the provisions of any law or acts unless the manufacturer so warrants. 
in no event shall grizzly’s liability under this warranty exceed the purchase price paid for the product and 
any legal actions brought against grizzly shall be tried in the state of Washington, County of Whatcom.

We shall in no event be liable for death, injuries to persons or property or for incidental, contingent, special, 
or consequential damages arising from the use of our products.

to take advantage of this warranty, contact us by mail or phone and give us all the details. We will then 
issue you a “return Number,’’ which must be clearly posted on the outside as well as the inside of the 
carton. We will not accept any item back without this number. proof of purchase must accompany the 
merchandise. 

the manufacturers reserve the right to change specifications at any time because they constantly strive to 
achieve better quality equipment. We make every effort to ensure that our products meet high quality and 
durability standards and we hope you never need to use this warranty.

please feel free to write or call us if you have any questions about the machine or the manual. 

thank you again for your business and continued support. We hope to serve you again soon.

WARRANty AND REtuRNS



WARRANTY CARD

The following information is given on a voluntary basis. It will be used for marketing purposes to help us develop 
better products and services. Of course, all information is strictly confidential.

1.

2.

3.

4.

5.

6.

7.

8.

9.
Note: We never use names more than 3 times.

10.  _____________________________________________________________________

 _________________________________________________________________________________ 

 _________________________________________________________________________________ 

 _________________________________________________________________________________ 







Buy Direct and Save with Grizzly® –  Trusted, Proven and a Great Value!

~Since 1983~

ORDER
24 HOURS A DAY!

1-800-523-4777

Visit Our Website Today For 
Current Specials! 




