
•	 Disconnect	saw	from	power	before	fitting	
or	removing	table	insert!

•	 Always	wear	eye	protection.
•	 Do	 not	 tilt	 the	 blade	 while	 it	 is	 in	 the	

insert!	For	beveled	cuts,	a	separate	insert	
must	 be	 used	 with	 the	 blade	 slot	 (kerf)	
cut	only	at	that	angle.

•	 Insert	 must	 be	 securely	 clamped	 down	
with	a	board	before	plunging	the	blade	up	
through	it	to	cut	the	kerf.

Copyright © ApriL, 2009 By grizzLy industriAL, inC.
WArnIng:	no	portIon	oF	thIs	mAnuAl	mAy	be	reproDuceD	In	Any	shApe

	or	Form	WIthout	the	WrItten	ApprovAl	oF	grIzzly	InDustrIAl,	Inc.
 #ts11725  printed in tAiWAn

moDel	h9910/h9911
zero-cleArAnce
tAble	Insert	For

g0605X/g0606X	tAble	sAW
InstructIons

Important	considerations
cArbIDe	blADes: We recommend using only 

carbide-tipped blades with this insert.
DeDIcAteD	Inserts: use a separate insert for 

each blade angle set-up or dado stack. this 
will ensure a true “zero-clearance” effect and 
give you maximum benefit from your table 
inserts.

DADo	 blADe: use extreme caution when cut-
ting the blade slot (kerf) by moving the blade 
much slower than otherwise due to the sub-
stantial cutting forces from the wide dado 
blade.

Installing	and	Fitting	your	Insert
1. Lower the blade completely.
2. install two set screws into the threaded holes 

in the side and rear edges of the insert, then 
adjust them so that the insert is snug when 
you place it in the table slot.

 note:	 Position the insert so that the finger 
hole is on the right side and the hole in the 
center top edge of the insert faces to the front 
of the table.

3. thread the four smaller set screws through 
the top of the insert, adjust them to make 
the insert flush with the table, then secure it 
in place with the phillips head screw in the 
center hole.

cutting	the	blade	slot	(Kerf)	
1. Check that the insert is fitted properly and 

that the blade is not touching the insert. to 
check the blade clearance, you can rotate the 
blade from below using a stick or by moving 
the belt.

2. place a scrap board over the top of the table 
insert and firmly clamp the board to the table 
at both ends, so the table insert will not lift 
when you raise the blade into it during the 
next step.

3. re-connect the saw to power. Keep hAnds 
oFF oF the tABLe top, don't stAnd 
direCtLy Behind the BLAde pAth, 
And WeAr eye proteCtion. switch the 
saw ON, then slowly and cautiously raise the 
blade up to the height that is correct for your 
operation. 

4. Lower the blade completely, turn the saw 
OFF, then remove the clamping board. the 
insert is now ready for use!

 note: Under certain conditions, an unde-
sirable scraping noise may be generated 
by blade run-out or distortion, causing the 
blade body to intermittently contact the insert 
slot. To remedy this, remove the insert and 
slightly widen the slot, using a file or sanding 
paddle.

If you need help with your new insert, call our 
Tech Support at: (570) 546-9663.


