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Introduction
The Model T25182 (see Figure 1) adjusts for blind 
rivet sizes of 1⁄8", 5⁄32", 3⁄16", and 1⁄4" with a simple 
twist of the nose piece. The heavy-duty handle 
mechanism requires little force to finish the job 
and the expended rivet mandrel is captured in the 
plastic bottle between the handles.

Figure 1. Model T25182 Hand Riveter.
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Figure 2. Adjusting nose piece.
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Figure 3. Inserting rivet into nose piece.

Specifications
Rivet Type .................................................... Blind
Rivet Sizes ..................1⁄8" (3.2mm), 5⁄32" (4.0mm),
   3⁄16" (4.8mm), 1⁄4" (6.4mm)
Overall Length .............................................12 3⁄4"
Weight .........................................................2 lbs.
Acceptable Rivet Materials:

Rivet Body Mandrel

Aluminum Steel

Steel Steel

Stainless Steel Steel

Stainless Steel Stainless Steel

Operation
1. Twist the nose piece to choose the correct 

diameter hole for the selected rivet, as illus-
trated in Figure 2.

2. With the handles in the closed position, 
insert the rivet head into the nose piece (see 
Figure 3).
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3. Insert the other end of the rivet into the pre-
drilled hole in the workpiece, as illustrated in 
Figure 4.
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Figure 4. Rivet inserted into workpiece.
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Figure 5. Spreading handles to install the rivet.

4. While holding the nose piece firmly against 
the workpiece, spread the handles out until 
the expended rivet mandrel falls into the plas-
tic bottle between the handles (see Figure 5). 
The rivet is now installed.

 Note: After releasing tension on the handles, 
they automatically return to the closed posi-
tion.

Emptying Mandrel Cup
When the rivet is fully installed, the mandrel will 
break away and fall into the plastic bottle between 
the handles.

To empty the plastic bottle, remove it from the 
riveter by twisting it clockwise.

To reduce the risk of eye 
injury from flying debris, 
always wear safety goggles 
when using this riveter.


