
MODEL T32461
3 HP ROUTER MOTOR

OWNER'S MANUAL
(For models manufactured since 12/20)



This manual provides critical safety instructions on the proper setup, 
operation, maintenance, and service of this machine/tool. Save this 
document, refer to it often, and use it to instruct other operators. 

Failure to read, understand and follow the instructions in this manual 
may result in fire or serious personal injury—including amputation, 
electrocution, or death.

The owner of this machine/tool is solely responsible for its safe use. 
This responsibility includes but is not limited to proper installation in 
a safe environment, personnel training and usage authorization, 
proper inspection and maintenance, manual availability and compre-
hension, application of safety devices, cutting/sanding/grinding tool 
integrity, and the usage of personal protective equipment.

The manufacturer will not be held liable for injury or property damage 
from negligence, improper training, machine modifications or misuse.

Some dust created by power sanding, sawing, grinding, drilling, and 
other construction activities contains chemicals known to the State 
of California to cause cancer, birth defects or other reproductive 
harm. Some examples of these chemicals are:

• Lead from lead-based paints.
• Crystalline silica from bricks, cement and other masonry products.
• Arsenic and chromium from chemically-treated lumber.

Your risk from these exposures varies, depending on how often you 
do this type of work. To reduce your exposure to these chemicals: 
Work in a well ventilated area, and work with approved safety equip-
ment, such as those dust masks that are specially designed to filter 
out microscopic particles.



General Safety Rules 

 

READ AND UNDERSTAND ALL INSTRUCTIONS 
Failure to follow all instructions listed below may result in electric shock, fire and/or serious personal injury. 
SAVE THESE INSTRUCTIONS! 

Work Area 
1. Keep work area clean and well lit. Cluttered, dark work areas invite accidents. 
2. Avoid dangerous environments. Do not use your power tool in rain, damp or wet locations or in the 

presence of explosive atmospheres (gaseous fumes, dust or flammable materials). Remove materials 
or debris that may be ignited by sparks. 

3. Keep bystanders away. Children and bystanders should be kept at a safe distance from the work area 
to avoid distracting the operator and contacting the tool or extension cord. 

4. Protect others in the work area from debris such as chips and sparks. Provide barriers or shields as 
needed. 

5. Make workshop child proof with padlocks, master switches, or by removing starter keys. 

Electrical Safety 
6. Grounded tools must be plugged into an outlet properly installed and grounded in accordance 

with all codes and ordinances. Never remove the grounding prong or modify the plug in any way. Do 
not use any adaptor plugs. Check with a qualified electrician if you are in doubt as to whether the outlet 
is properly grounded. If the tool should electrically malfunction or break down, grounding provides a low 
resistance path to carry electricity away from the user. 

7. Double insulated tools are equipped with a polarized plug (one blade is wider than the other). 
This plug will fit in a polarized outlet only one way. If the plug does not fit fully in the outlet, 
reverse the plug. If it still does not fit, contact a qualified electrician to install a polarized outlet. 
Do not change the plug in any way. Double insulation eliminates the need for the three wire grounded 
power cord and grounded power supply system. 

8. Guard against electric shock. Prevent body contact with grounded surfaces such as pipes, radiators, 
ranges and refrigerators. When making blind or plunge cuts, always check the work area for hidden 
wires or pipes. Hold your tool by insulated nonmetal grasping surfaces. Use a Ground Fault Circuit 
Interrupter (GFCI) to reduce shock hazards. 

9. Do not expose to rain or use in damp locations. 
10. Do not abuse the cord. Never use the cord to carry the tools or pull the plug from an outlet. 

Keep cord away from heat, oil, sharp edges or moving parts. Replace damaged cords 
immediately. Damaged cords increase the risk of electric shock. 

Personal Safety 
11. Know your power tool. Read this manual carefully to learn your power tool’s applications and 

limitations as well as potential hazards associated with this type of tool. 
12. Stay alert, watch what you are doing, and use common sense when operating a power tool. Do 

not use tool while tired or under the influence of drugs, alcohol, or medication. A moment of 
inattention while operating power tools may result in serious personal injury. 

13. Dress properly. Do not wear loose clothing or jewelry. Wear a protective hair covering to contain long 
hair. These may be caught in moving parts. When working outdoors, wear rubber gloves and insulated 
non-skid footwear. Keep hands and gloves away from moving parts. 

14. Reduce the risk of unintentional starting. Be sure your tool is turned off before plugging it in. Do not 
use a tool if the power switch does not turn the tool on and off. Do not carry a plugged-in tool with your 
finger on the switch. 

15. Remove all adjusting keys and wrenches. Make a habit of checking that adjusting keys, wrenches, 
etc. are removed from the tool before turning it on. 

16. Do not overreach. Maintain control. Keep proper footing and balance at all times. 
17. Use safety equipment. Everyone in the work area should wear safety goggles or glasses with side 

shields complying with current safety standards. Everyday eyeglasses only have impact resistant 
lenses. They are not safety glasses. Wear hearing protection during extended use and a dust mask for 
dusty operations. Hard hats, face shields, safety shoes, etc. should be used when specified or 
necessary. Keep a fire extinguisher nearby. 

18. Keep guards in place and in working order. 
19. Never stand on tool. Serious injury could occur if the tool is tipped or if the cutting tool is tipped or if 

the cutting tool is unintentionally contacted. 
20. Keep hands away from all cutting edges and moving parts. 



Tool Use and Care 
21. Secure work. Use clamps or a vise to hold work when practical. It is safer than using your hand and it 

frees both hands to operate the tool. 
22. Do not force tool. Your tool will perform best at the rate for which it was designed. Excessive force 

only causes operator fatigue, increased wear and reduced control. 
23. Use the right tool. Do not use a tool or attachment to do a job for which it is not recommended. 
24. Unplug tool when it is not in use before changing accessories or performing recommended 

maintenance. 
25. Store idle tools. When not in use, store your tool in a dry, secured place. Keep out of reach of children. 
26. Never leave the tool running unattended. Turn power off. Do not leave the tool until it comes to a 

complete stop. 
27. Check for damaged parts. Inspect guards and other parts before use. Check for misalignment, binding 

of moving parts, improper mounting, broken parts and any other conditions that may affect operation. If 
abnormal noise or vibration occurs, turn the tool off immediately and have the problem corrected before 
further use. Do not use a damaged tool. 

28. Use proper accessories. Consult this manual for recommended accessories. Using improper 
accessories may be hazardous. Be sure accessories are properly installed and maintained. Do not 
discard a guard or other safety device when installing an accessory or attachment. 

29. Maintain tools carefully. Keep cutting edges sharp and clean. Follow instructions for lubricating and 
changing accessories. Periodically inspect tool cords and extension cords for damage. Have damaged 
parts repaired or replaced by electrician. 

30. Maintain labels & nameplates. These carry important information. 

Service 
31. Service or maintenance performed by unqualified personnel may result in a risk of injury. 
32. When servicing a tool, use only identical replacement parts. Follow instructions in the 

maintenance section of the manual. Use of unauthorized parts or failure to follow maintenance 
instructions may create a risk of shock or injury. 

 
WARNING: Some dust created by power sanding, sawing, grinding, drilling and other construction 
activities contains chemicals known to cause cancer, birth defects or other reproductive harm. 
Some examples of these chemicals are: 
- Lead from lead-based paint 
- Crystalline silica from bricks and cement and other masonry products, and Arsenic and chromium from 

chemically-treated lumber. 

Your risk from these exposures varies, depending on how often you do this type of work. To reduce your 
exposure to these chemicals: work in a well-ventilated area, and work with approved safety equipment, such 
as those dust masks that are specifically designed to filter out microscopic particles. 
Read, understand, and follow the instructions packaged with the router table and router lift. Do not 
plug in Remote Power until Router Table Motor is fully installed. 
Always wear safety goggles and dust mask. Use only in a well-ventilated area. Using personal safety 
devices in a safe environment can reduce the risk for injury. 
Some woods contain preservatives that can be toxic. Take extra care to prevent inhalation and skin 
contact when working with these materials. Request, and follow, any safety information available from your 
material supplier. 
Always make sure the work piece is free from nails, screws, and other foreign objects. Keep the 
working edge away from the clamping surface. Cutting these objects can cause loss of control of the 
work piece and damage to the bit. 
Never place hands near cutting surface. 
Never use dull or damaged bits. Sharp bits must be handled with care. Damaged bits 
can break during use. Dull bits require more force, which could cause the bit to break. 
Damaged bits can throw carbide pieces and burn the work piece. 

 
To reduce the risk of injury, wear safety goggles or glasses with side shields. 
To reduce the risk of injury, always unplug tool before attaching, removing accessories or making 
adjustments. 
Use only specifically recommended accessories. Others may be hazardous. 



25’ 50’ 75’ 100’ 150’ 

0 – 2.0 18 18 18 18 16 

2.1 – 3.4 18 18 18 16 14 

3.5 – 5.0 18 18 16 14 12 

5.1 – 7.0 18 16 14 12 12 

7.1 – 12.0  16 14 12 10 

12.1 – 16.0 14 12 10 

16.1 – 20.0 12 10 

* Based on limiting the line voltage drop to five volts at 150% of the rate amperes.

After changing the bit or making any adjustments, make sure the collet nut and any other adjustment 
devices are securely tightened. Loose adjustment devices can unexpectedly shift, causing loss of control. 
Loose rotating components will be violently thrown. Watch for vibration or wobbling that could indicate an 
improperly installed bit. 
Always keep the power supply cord away from moving parts on the tool. 
Never start the tool when the bit is in contact with the material. The bit cutting edge may grab the 
material causing loss of control of the work piece. 
Never touch the bit during or immediately after use. After use the bit may be hot enough to burn bare 
skin. 
To reduce the risk of injury, avoid “climb cutting.” Climb cutting can cause the work piece to be thrown 
violently out of your control. Even small router bits can result in climb cutting. Always feed the work piece 
against the cutter rotation.

Specifications 
Output: 
3.25 Peak HP, 120V, 15A, 60 Hz

Motor Speed: 
Variable, 10,000–22,000 RPM 

 Extension Cords 

Grounded tools require a three wire extension cord. Double insulated tools can use either a two or three wire 
extension cord. As the distance from the supply outlet increases, you must use a heavier gauge extension 
cord. Using extension cords with inadequately sized wire causes a serious drop in voltage, resulting in loss 
of power and possible tool damage. Refer to the table shown to determine the required minimum wire size. 
The smaller the gauge number of the wire, the greater the capacity of the cord. For example, a 14 gauge 
cord can carry a higher current than a 16 gauge cord. When using more than one extension cord to make up 
the total length, be sure each cord contains at least the minimum wire size required. If you are using one 
extension cord for more than one tool, add the nameplate amperes and use the sum to determine the 
required minimum wire size. 

Guidelines for Using Extension Cords 
If you are using an extension cord outdoors, be sure it is marked with the suffix “W-A” (“W” in Canada) to 
indicate that it is acceptable for outdoor use. 
Be sure your extension cord is properly wired and in good electrical condition. Always replace a damaged 
extension cord or have it repaired by a qualified person before using it. 
Protect your extension cords from sharp objects, excessive heat and damp or wet areas. 

Recommended Minimum Wire Gauge for Extension Cords * 
Nameplate Amperes  Extension Cord Length 



Tool Assembly 

To reduce the risk of injury, always unplug tool before attaching or removing accessories or making 
adjustments. Use only specifically recommended accessories. Others may be hazardous. 

Collets 

Be sure that the size of the collet matches the size of the bit shank being used. If the wrong size bit shank
is used, the collet may break. The Model T32461 includes a 1/4" collet, a 1/2" collet, and an ER20A collet 
clamping nut, as shown in the figure below.  

1/4" Collet 1/2" Collet

Collet 
Clamping Nut



Installing the Motor into the Lift 
nstall the motor into a router l , , rst , an nstructions ith the router 

. 
Installing the Bit 

not necessa t to install a collet or a bit. (If removal of the motor is  
, see the t instructions. e the motor as high as possible. s e chips, dust, or 

 

e collet into the collet  
nsert the bit shan llet ll

1. sert the bit s  into the collet as ar as o.
2.  the bit s  out sligh to bottoming out.
3. sure the be en the bott e collet an  the ra ius to the cutting

por the bit

4. sure that the collet is not clampe section on the bit shan e collet shou be clamp  to
a sol part on the bit .

5.  secure the bit, tighten the collet clamping nut using nches . .

NOTE: Never tighten the collet clamping nut without inserting a bit shank of the proper size in 
the collet, or the collet could be damaged. 

1.  the collet clamping nut on the collet sha using t nches.
2. ce loose, unsc the collet clamping nu  until it eels tight again.
3. to using the nches until the bit shan n be pull

Operation 

To reduce the risk of injury, wear safety goggles or glasses with side shields. Always wait for the bit 
to stop completely and unplug the tool before changing accessories or making adjustments. Never 
make adjustments while the router is running. Do not modify or remove the guards. Do not use this 
router unless it is securely installed into a recommended router lift and table. 

Collet
Clamping

Nut



Variable Speed Dial 
The variable speed dial allows you to adjust the rotating speed (RPM) of the tool. 
Use the following chart to determine the best speed for the bit diameter. 

Speed Setting  RPM  Max. Bit Diameter 

Slow  10,000 3” to 3-1/2” 

Slow  12,000 3” to 3-1/2” 

Medium 14,000 2-1/4” to 2-1/2”

Medium 16,000 2-1/4” to 2-1/2”

Medium 18,000 1-1/4” to 2”

Fast 20,000 1” 

Fast 22,000 1” 

Electronic Overload Protection 
Before the motor is overloaded, the electronic overload protection circuit will turn off the tool. 

Soft Start 
The Soft-Start feature reduces the amount of torque reaction of the tool. This feature gradually increases the 
motor speed up from zero to the speed set by the variable speed dial. 

Feedback Control 
The electronic speed control system allows the tool to maintain constant speed between no-load and load 
conditions. 

To reduce the risk of injury, always use feather boards, push sticks or push blocks with proper 
guarding. Keep hands away from moving bit. Refer to the Router Table manual for proper table setup 
and use. 
Cutting 
The speed and depth of cut will depend largely on the type of material being used. Keep the cutting pressure 
constant but do not use excessive force so the motor speed slows excessively. It may be necessary on 
exceptionally hard woods or problem materials to make more than one pass to get the desired depth of cut. 

Before beginning the cut on the actual work piece, it is advisable to take a sample cut on a scrap piece of 
lumber. This will show you exactly how the cut will look as well as enable you to check dimensions. 
Position the fence so that the work piece feeds against the cutter rotation. Feeding the work piece with the 
cutter rotation is called climb cutting, which is very dangerous. Climb cutting can result in the work piece 
being thrown violently out of your control at great speed. 

To reduce the risk of injury, avoid “climb cutting.” Climb cutting can cause the work piece to be 
thrown violently out of your control. Even small router bits can cause in climb cutting. 



Maintenance 

To reduce the risk of injury, always unplug your tool before performing any maintenance. Never 
disassemble the tool or try to do any rewiring on the tool’s electrical system. 

Tool Maintenance 
Keep your tool in good repair by adopting a regular maintenance program. Before use, examine the general 
condition of your tool. Inspect guards, switches, power cords and extension cord for damage. Check for 
loose screws, misalignment, binding of moving parts, improper mounting, broken parts and any other 
condition that may affect its safe operation. If abnormal noise or vibration occurs, turn the tool off 
immediately and have the problem corrected before further use. Do not use a damaged tool. 

To reduce the risk of injury, electric shock and damage to the tool, never immerse your tool in liquid 
or allow a liquid to flow inside the tool 

Cleaning Your Tool 

Clean dust and debris from vents. Keep tool handles clean, dry and free of oil or grease. Use only mild soap 
and a damp cloth to clean your tool. Never use cleaning agents and solvents such as: gasoline, turpentine, 
lacquer thinner, paint thinner, chlorinated cleaning solvents, ammonia, household detergents containing 
ammonia, flammable or combustible solvents around tools. These are harmful to your tool, plastics and 
insulated parts. 



BUY PARTS ONLINE AT GRIZZLY.COM!
Scan QR code to visit our Parts Store.
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PARTS
We do our best to stock replacement parts when possible, but we cannot guarantee that all parts shown 
are available for purchase. Call (800) 523-4777 or visit www.grizzly.com/parts to check for availability.

REF PART # DESCRIPTION REF PART # DESCRIPTION
1 PT32461001 BRUSH HOLDER 18 PT32461018 MAGNETIC RING BOLT M4-.7 X 10
2 PT32461002 BRUSH SLEEVE 19 PT32461019 BALL BEARING 6000ZZ
3 PT32461003 MOTOR CARBON BRUSH 20 PT32461020 MOTOR ROTOR
4 PT32461004 TAP SCREW ST4.2 X 15 21 PT32461021 BALL BEARING 6004ZZ
5 PT32461005 CABLE CLAMP 22 PT32461022 SHIELD
6 PT32461006 TAP SCREW ST4.2 X 14 23 PT32461023 TAP SCREW ST5 X 25
7 PT32461007 CORD GUARD 24 PT32461024 MOTOR HOUSING
8 PT32461008 POWER CORD 14G 2W 44" 5-15P 25 PT32461025 DUST SEAL
9 PT32461009 MOTOR REAR COVER 26 PT32461026 BEARING PRESS PLATE
10 PT32461010 VARIABLE-SPEED DIAL 27 PT32461027 FLAT HD SCR M5-.8 X 15
11 PT32461011 ON/OFF SWITCH 20A 125V 28 PT32461028 COLLET SHANK
12 PT32461012 CIRCUIT BOARD 29 PT32461029 1/4" COLLET
13 PT32461013 STATOR HOUSING 30 PT32461030 1/2" COLLET
14 PT32461014 MOTOR STATOR 31 PT32461031 WRENCH 65MM OPEN-END
15 PT32461015 TAP SCREW M5 X 65 33 PT32461033 MOTOR LABEL
16 PT32461016 FLAT WASHER 5MM 34 PT32461034 COLLET CLAMPING NUT ER20A
17 PT32461017 LOCK WASHER 5MM



WARRANTY & RETURNS
Grizzly Industrial, Inc. warrants every product it sells for a period of 1 year to the original purchaser from 
the date of purchase. This warranty does not apply to defects due directly or indirectly to misuse, abuse, 
negligence, accidents, repairs or alterations or lack of maintenance. This is Grizzly’s sole written warranty 
and any and all warranties that may be implied by law, including any merchantability or fitness, for any par-
ticular purpose, are hereby limited to the duration of this written warranty. We do not warrant or represent 
that the merchandise complies with the provisions of any law or acts unless the manufacturer so warrants. 
In no event shall Grizzly’s liability under this warranty exceed the purchase price paid for the product and 
any legal actions brought against Grizzly shall be tried in the State of Washington, County of Whatcom.

We shall in no event be liable for death, injuries to persons or property or for incidental, contingent, special, 
or consequential damages arising from the use of our products.

The manufacturers reserve the right to change specifications at any time because they constantly strive to 
achieve better quality equipment. We make every effort to ensure that our products meet high quality and 
durability standards and we hope you never need to use this warranty.

In the event you need to use this warranty, contact us by mail or phone and give us all the details. We will 
then issue you a “Return Number,’’ which must be clearly posted on the outside as well as the inside of 
the carton. We will not accept any item back without this number. Proof of purchase must accompany the 
merchandise. 

Please feel free to write or call us if you have any questions about the machine or the manual. 

Thank you again for your business and continued support. We hope to serve you again soon.

To take advantage of this warranty, you must register it at https://www.grizzly.com/forms/warranty, or 
you can scan the QR code below to be automatically directed to our warranty registration page. Enter all 
applicable information for the product.

WARRANTY






